
Ochet filetat fara bolt
tip S-8142 sau E-8142

Specificatii tehnice

                                  Material: otel-carbon , C 15
                                  Factor de siguranta: MBL echivalent cu 4 X sarcina maxima de lucru
                                  Standard: DIN 582
                                  Finisaj: culoare proprie sau electrogalvanizat
                                  Certificare: certificatele pot fi eliberate la cerere

  

Sarcina 
maxima 

Diametru 
filet

Diametru 
baza

Diametru ochi 
exterior

Diametru ochi 
interior

Grosime 
baza

Inaltime Greutate 
100 piese

tone
a

mm
b

mm
c

mm
d

mm
e

mm
f

mm kg
0.07 M  6 20 36 20 8.5 36 4.2
0.14 M  8 20 36 20 8.5 36 5.2
0.23 M 10 25 45 25 10 45 9.4
0.34 M 12 30 54 30 11 53 16
0.49 M 14 35 63 35 13 60 22
0.7 M 16 35 63 35 13 62 24
1.2 M 20 40 72 40 16 71 35.2
1.5 M 22 45 81 45 18 80 58.6
1.8 M 24 50 90 50 20 90 70.6
2.5 M 27 50 90 50 20 90 102
3.2 M 30 65 108 60 25 109 132
4.3 M 33 65 108 60 25 110 170
4.6 M 36 75 126 70 30 128 208
6.1 M 39 75 126 70 30 130 260
6.3 M 42 85 144 80 35 147 311
8 M 45 85 144 80 35 150 407

8.6 M 48 100 166 90 40 168 502
11.5 M 56 110 184 100 45 187 669
16 M 64 120 206 110 50 208 930


